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Dealer Check Mode Procedure

Check if CHECK ENGINE Lamp is ON or FLASHING

<Back®) | NextN)> Cancel |

Dealer Check Mode Procedure

Check Relays and Solenoid Valves Operation

<Back®) | NextN)> Cancel |

Dealer Check Mode Procedure

!

Start the Engine

< Back[B) Next(N]> Cancel




Dealer Check Mode Procedure @

Drive the Vehicle more than 10km/h [EMPH)

< Back[B) Next(N]> Cancel

¥ SUBARU Select Monitor IIl - 2.5 SOHC

File View Tool Help

[EEIGTER [Felprint A et
Code | Description & trouble position |
Number of Diag.Code(D-Check): 1

PO851 | Neutral Switch Input Circuit Low |




¥ SUBARU Select Monitor IIl - 2.5 SOHC

File View Tool Help

[EEIGTER [Felprint il et
Code | Description & trouble position |
Number of Diag.Code(D-Check): 4
P0851 Neutral Switch Input Circuit Low
P1153 02 Sensor Circuit Range/Performance(High){Bank1
Sensorl)
P1152 02 Sensor Circuit Range/Performance(low){Bank1 Sensorl)
P0140 02 Sensor Circuit Range/Performance(Bank1 Sensor2)

Dealer Check Mode Procedure @

Inspection [Dealer Check) Mode will be Finished

While Ignition Switch is OFF, Disconnect Test Mode connector






