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Cursor pos  197/211 131.30 s from sampling start
Item Value | Unit Maximum Minimum Average| =
O Engine Load 15.7| % 20.0 14.9 17.6
O Coolant Temp. 174 °F 176 154 165
AJF Correction #1 23| % 55 23 3.1
AJF Learning #1 1.6/ % 1.6 1.6 1.6
O Mani. Absolute Pressure 4.5 | psig 4.5 4.2 4.3
Engine Speed 641 | rpm 705 635 656
O Vehicle Speed 0| MPH 0 0 0
O Ignition Timing 10.5| deg 12.0 15 9.5
O Intake Air Temp. 12| °F 73 12 72
O Mass Air Flow 0.337| Ib/m 0.361 0.329 0.341
Throttle Opening Angle 1.6| % 2.0 1.6 1.6
Rear 02 Sensor 0.760 |V 0.815 0.310 0.745
O Battery Voltage 13.8|V 14.2 13.5 14.0
Air Flow Sensor Voltage 1.16 |V 1.24 1.14 1.18
O Fuel Injection #1 Pulse 3.07 | ms 3.33 3.07 3.07
O Atmosphere Pressure 14.1 | psig 14.1 14.1 14.1
O Mani. Relative Pressure -9.6 | psig -9.6 -9.9 -9.7
O Learned Ignition Timinig 0.0 | deg 0.0 0.0 0.0
O Accel. Opening Angle 0.0/ % 0.0 0.0 0.0
O Fuel Temp. 52| °F 52 50 50
O CPC Valve Duty Ratio 0% 0 0 0
O No. of EGR steps 0| STEP 0 0 0 ~
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All System Diagnosis
Each System Check
Saved Data Display

Immobilizer

Reprogram

Read CF application measurement data
Convert/Save measurement data on driving recorder
Others

Quit




11 SearchFlashWrite

Search Condition:

- cb Search Result

. I Pack Number | Year ] Vehicle Line | Emission spec| Engine | Aspiration | Transmissi0n| CPU ]
IV Vehicle spec. UD-5204 200.. Outback FED, CAL 250 non-Tubo  MT ECM

FED. CAL ECHM

CID ¥

Vehicle Spec.
|cPu

|2001
|Outback
|25L

|non—Turbo Details Print Continue

Update(s) for: P0172, PO0BS, P1443, P0172, Hesitation, After burn, Pinging, P0031, P0130, P1133

Search

Necessary connector : None

NSM (SSM2) Pass-Thru capable : No

Decryption keyword : B0FBIF37
New data install

from CD. SUM value : 070F

New CID : DUZIHKOC

Notes :

Search Condition:

- cp Search Result

. Pack Number | Year | Yehicle Line | Emission spec| Engine IAspiration | Transmissionl CPU |
v Vehicle spec. UD-5204 200.. Outback FED, CAL 25L  nonTubo  MT ECM
UD-5205A 2001  OQuthack FED. CAL 2.5L non-Turbo AT ECM

CID #

Vehicle Spec.
Icpu FlashWrite Login

|2001 User ID

Ixxxxx

| Outack Password
| 251 Ixxxxxxxx

[non-Turbo Details Brint
Update(s) for: P0172, ng, PO031, PO130, P1133
Search
MNecessary connector : None
Clear Selection NSM (SSM2) Pass-Thru capable : No

Decryption keyword : B0FBIF37

New data install

from CD. SUM value : 070F

New CID : DU2IHKOC

Notes :

- &)F 907 AM




2 33 SearchFlashWrite

Search Condition:
I~ CID

v Vehicle spec.

—

Vehicle Spec.
CPU I

oot
outack
ot ]
ronTubo

Search

Clear Selection

New data install

Search Result

Pack Number | Year | Wehicle Line | Emission specl Engine lAspiration | Transmissi0n| CPU |

uD-5204 200... Outhack FED, CAL 250 non-Turbo
001 0O D _CaA

CAUTIONS

- ENSURE that any active screen savers have been disabled.

- ENSURE that all programs on this PC have been terminated.

-DO NOT activate any ather programs on this PC until this program is complete.

- ENSURE that the supplied 12 DC-DC adapter or AC-DC adapter is connected to PC.
-DO NOT disturb connection cable and equipment during reprogramming.

-DO NOT shut down the PC or any other devices during entire reprogramming process.

- TURN OFF all the accessories and electrical devices on the vehicle and keep them tumed
off befare starting and during the entire reprogramming process.

- CONNECT green D-check connectors and Jumper hamess, if necessary.

oo

MT

ECM

SUMvalue : 070F
New CID : DUZIHKOC

Notes :

E3F - R)F 9:08aM
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Inteq. unit mode failure diag.

Current Data Display & Save
Diagnostic Code(s) Display

Clear Memory

Function check

Integ. Unit customizing
Keyless ID registration
Back

Function check @

Select drive item.

lock actuat. LOCK output
All seat UNLOCK output
R gate/trunk UNLK output
Siren Output

Horn Output

coe_|




Function check @

Keyless Buzzer Output Low

Continue?

< Back(B) | Next(N]>
Dealer Check Mode Procedure @

Perform Inspection ([Dealer Check) Mode ?

I Next(N]> | Cancel

SUBARU Select Monitor Ill X]

6 Test Mode Connector not Connected
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Dealer Check Mode Procedure

Check if CHECK ENGINE Lamp is ON or FLASHING

<Back®) | NextN)> Cancel |

Dealer Check Mode Procedure

Check Relays and Solenoid Valves Operation

<Back®) | NextN)> Cancel |

Dealer Check Mode Procedure

!

Start the Engine

< Back[B) Next(N]> Cancel




Dealer Check Mode Procedure @

Drive the Vehicle more than 10km/h [EMPH)

< Back[B) Next(N]> Cancel
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[EEIGTER [Felprint A et
Code | Description & trouble position |
Number of Diag.Code(D-Check): 1

PO851 | Neutral Switch Input Circuit Low |
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[EEIGTER [Felprint il et
Code | Description & trouble position |
Number of Diag.Code(D-Check): 4
P0851 Neutral Switch Input Circuit Low
P1153 02 Sensor Circuit Range/Performance(High){Bank1
Sensorl)
P1152 02 Sensor Circuit Range/Performance(low){Bank1 Sensorl)
P0140 02 Sensor Circuit Range/Performance(Bank1 Sensor2)

Dealer Check Mode Procedure @

Inspection [Dealer Check) Mode will be Finished

While Ignition Switch is OFF, Disconnect Test Mode connector






