
DOC.ID: TBE000502-01

Multi-Tester 
SYSTEM: Audi/Seat/Skoda/Volkswagen serial kit 
  
  
TITLE: Idle adjustment using the Multi-Tester pro  
  
  
ISSUE: On certain control units it is possible to electronically adjust the desired idle speed. The function is normally 
found under “10 Alter adaption values” channel 0001. In some cases it is necessary to first enter the login code. I have 
attached some examples of login codes.  
  

  
  
ACTION:  
Alternative 1 
Select 01 Engine 
Select Alter Adaptation 
Select channel number 01 
Change the specified speed in steps of 10 rpm with the arrow up and down buttons (actually changes the adaption 
values). 
  
Alternative 2 (login code necessary) 
Select 01 Engine 
Select Login 
Enter login code 
Select Alter Adaptation 
Select channel number 01 
Change the specified speed in steps of 10 rpm with the arrow up and down buttons (actually changes the adaption 
values). 
  
  
NOTES:  Conditions for adjustment is no DTC´s stored in memory and engine temperature must be 85°C minimum.  
  
  
  
---------------------------------------------------------------------------------------------------------------------------  
The information in this data sheet is subject to change without notice. Autodiagnos AB shall not be liable for technical or 
editorial errors or omissions contained herein; nor for incidental or consequential damages resulting from the furnishing, 
performance, or use of this material. 
--------------------------------------------------------------------------------------------------------------------------- 
  

VEHICLE ENGINE YEAR MODEL LOGIN CODE 
Passat 
Passat 
Passat 
Golf IV 
Golf IV 

ADR 
AEB 
ADP 
AGN 
AGU 

01.97- 
01.97- 
01.97- 
01.98- 
01.98- 

6589 
1283 
1283 
6589 
1283 
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